
    Block 2, 4/F., Wah Sing Ind. Bldg., 12-14 Wah Sing Street, Kwai Chung, N.T. Hong Kong.   
      Tel : (852) 2424 1899   Fax : (852) 2480 4197   E-mail : info@kent.com.hk

                  Page: 1/2

PAD PRINTING HARDENER SYSTEM - 
TPWH
HARDENER TPWH
2 component cross linking component for ink ranges TPA, TPJ, TPPU, TPQ, TPRB, TPW, TPCS, 
TPK,  TP-267.  Dries  at  temperatures  starting  from  10°C.  Slight  tendency  to  yellowing.  Indoor 
applications. 

Available in 200 g tubes, 0.5 and 1 litre containers.

Hardener TPWH/N
2  component  cross  linking  component  for  ink  ranges  TPA,  TPJ,  TPCS,  TPK,  TP-267.  Curing 
temperature above 20°C, free of yellowing, outdoor application.

Available in 0.5 and 1 litre containers.

Hardener TPWH/N-00
2.component cross linking component for ink ranges TPJ, TPCS, TPK, TP-267. Drying temperatures 
above 20°C, free of yellowing, outdoor application, increases pot life.

Available in 0.5 and 1 litre containers.

Hardener TPWH/GL
2-component cross linking component for ink range TPWH/GL. Possibility to air and oven cure. Very 
good water resistance, lower solvent resistance. 

Available in 200 gram, 0.5 and 1 litre containers. 

Hardener TPWH-02/GL
2-component cross linking component for ink range TPWH/GL. Air and oven curing; very good water 
and  solvent  resistance.  Also  suitable  for  non-ferric  metals,  tends  to  yellowing  at  temperatures 
exceeding 120°C.

Available in 0.5 and 1 litre containers.

Hardener TPWH-03/GL
Mixture  of  TPWH/GL  and  TPWH-02/GL.  Heat  application  and  bright  colour  shades  will  result  in 
yellowing tendency.

Available in 0.5 and 1 litre containers.
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Hardener TPWH/ON
2-component cross linking component for ink ranges TPA, TPJ, TPQ, TPCS, TPK, TP-267. Reacts at 
temperatures  exceeding  140°C,  Leister-  or  flame  treatment  is  possible.  Encapsulated  system, 
therefore pot life for several months. 

Available in 0.5 and 1 litre containers.

MIXING RATIOS
For  information  regarding  correct  mixing  ratios  hardener  :  pad  printing  inks  please  refer  to  the 
individual technical data sheets. 

SHELF LIFE
For information regarding shelf life please see tin label.

MARKING
Read material safety data sheets prior to processing.

The material safety data sheets according to 91/155/EWG contain marking in compliance with the 
regulation on dangerous working materials as well as instructions for precautions when processing, 
handling and storing as well as first aid.

The information given in the material safety data sheet refers to processing as described in this 
technical leaflet.

The statements in our leaflets and safety data sheets are based on our present experiences, however  
they are no assurance of product properties and do not justify a contractual legal relationship. They 
serve to advise our business associates, but it is absolutely necessary to make your own printing  
tests under local conditions, with regard to the intended purpose prior to starting the job. – All  
former leaflets are no longer valid. NOVERMBER 2002

Kent Engineering Co., Ltd.
Block 2, 4/F., Wah Sing Industrial Building,

12-14 Wah Sing Street, Kwai Chung, N. T., Hong Kong.
Phone : 852-24241899  Fax : 852-24804197

Email: info@kent.com.hk       
Website: www.kentpp.com
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