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HARDENER TPWH/GL 
 
DESCRIPTION 
TPWH/GL is a hardener especially for the ink series TPA/GL or TPA/GLN. 
After successful compatibility tests hardener TPWH/GL is also useful for other solvent-based or UV 
based ink series.  
 
APPLICATION 
TPWH/GL is added to pad printing inks as mentioned above in the mixing ratio of 20 parts ink with 1 
part hardener (5%). TPWH/GL is added directly to the corresponding ink series and the mixture should 
be stirred thoroughly. After adding hardener TPWH/GL please wait for approx. 10min till the pre-
reaction is completed. 
TPWH/GL is heavy-metal free and corresponds to the EN 71, part 3. 
 
Classification 
Read material safety data sheets prior to processing. 
 
The material safety data sheets according to Regulation (EC) No. 1907/2006 (REACH) contain 
classification according to preparations directive (1999/45/EC) as well as instructions for precautions 
when processing, handling and storing as well as first aid. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
The statements in our product and safety data sheets are based on our present experiences, however 
they are no assurance of product properties and do not justify a contractual legal relationship. They serve 
to advise our business associates, but it is absolutely necessary to make your own printing tests under 
local conditions, with regard to the intended purpose prior to starting the job. - All former product data 
sheets are no longer valid. APRIL 2013 – Version 1 
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